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FOR YOUR SAFETY WARNING 
BE SURE THE ELECTRICITY TO THE WIRES YOU ARE WORKING ON IS SHUT OFF; EITHER THE FUSE IS REMOVED OR THE CIRCUIT BREAKER IS SHUT OFF. GENERAL You don’t need special tools to install this fixture. Be sure to follow the steps in the order given. Under no circumstances should a fixture be hung on house electrical wires, nor should a swag type fixture be installed on a ceiling which contains a radiant type heating 
system. Read instructions carefully. If you are unclear as to how to proceed, consult a qualified electrician. NOTE: Proper wiring is essential for the safe operation of this fixture.
GENERAL
You don’t need special tools to install this fixture. Be sure to follow the steps in the order given. Under no circumstances should a fixture be hung on house electrical wires, nor should a swag type fixture be installed on a ceiling which contains a radiant type heating system. Read instructions carefully. If you are unclear as to how to proceed, consult a qualified electrician. NOTE: Proper wiring is essential for the safe operation of this fixture.

FIXTURE ASSEMBLY
Carefully remove the fixture from the carton and check that all parts are included as shown in figure. Be careful not to misplace any of the screws or parts, which are needed to install this fixture.

STEP 1: Thread pipe (M) into nipple (N), pipe (L) into pipe (M), pipe (K) into pipe (L), pipe (J) into pipe (K), pipe (I) into pipe (J), pipe (H) into pipe (I), pipe (G) into pipe (H), and thread the swivel (E) into pipe (G). 
INSTALLATION
IMPORTANT: Do not attach fixture directly to outlet box.

STEP 1: Thread mounting screws (A) into the match holes of

           Circular strap (B).

STEP 2: Secure circular strap (B) to outlet box with outlet box

 screws (C).

STEP 3: Turn the button stop(A-1) so it may be inserted into the 

Circular strap(B). Make sure the button stop(A-1) is 

Completely inside the Circular strap (B). 
GROUNDING INSTRUCTIONS
STEP 1: Insert the green grounding screw into the hole with two raised dimples on the mounting bar. Wrap the ground wire from the fixture (if supplied) around the green grounding screw, then connect it to ground wire from the outlet box (if not fixed on the outlet box) using a wire connector (not supplied). If ground wire from the fixture is not supplied, wrap the ground wire (if not fixed on the outlet box) from the outlet box around the green grounding screw and tighten it.

NEVER CONNECT GROUND WIRE TO BLACK OR WHITE POWER SUPPLY WIRES.
STEP 2: Take note of the color of the wire(s) on your fixture.

Identify which group your fixture wire(s) falls into and connect the wires according to the directions below:

*NOTE: When parallel wire (SPT-I & SPT-2) is used, the tracer wire is square shaped or ridged and the less tracer wire is round in shape or smooth (seen best when viewed from wire end.) STEP 3: Take your fixture wire(s) from group A and place evenly

against the black wire from the outlet box. Do NOT

twist wires together before using wire connectors.

screw the connector clockwise until you feel firmness.

STEP 4: Fit a wire connector (not supplied) over the wires and 
STEP 5: Try gently to pull the connector off the wires. If you can

pull the connector off, carefully re-do steps 3 and 4 as above, and check again for a firm connection.

STEP 6: Connect the fixture wire from group B to the white wire

from the outlet box in the same manner. Make sure no bare wires can be seen outside wire connectors.
FINAL ASSEMBLY
STEP 1: After wires are connected, tuck them carefully inside outlet box. Raise canopy (D) allowing for the mounting
screws (A) to protrude through the hole on canopy (D),
then secure with cylinder nuts (F)

STEP 2: Raise Stainless steel shade(O)allowing for thread(X) in the canopy(P)to through the hole on shade(O), then secure with cylinder nuts (Y)
STEP  3: Install crystal strings( Q, R, S, T, U, V)according to the instructions.(Please notice crystal Q  insert to layer to layer).

STEP  4: Install light bulb(W). (Please do not exceed the maximum capacity recommended on the socket.)
STEP  5: Remove wrap from the stainless steel shade (O)
CLEANING
To clean, wipe fixture with a soft cloth. Clean glass with a mild soap. Do not use abrasive materials such as scouring pads or powders, steel wool or abrasive paper.

ORDERING PARTS
Keep this sheet for future reference, and in case you need to order replacement parts. Be sure to use exact wording from illustration when ordering parts.
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  INSTALLATION AND SAFETY INSTRUCTIONS       FOR Y O UR   SAFETY  WARNING     BE SURE THE ELECTRICITY TO THE WIRES YOU ARE  WORKING ON IS SHUT OFF; EITHER THE FUSE IS REMOVED  OR THE CIRCUIT BREAKER IS SHUT OFF. GENERAL You  don’t need special tools to install this fixt ure. Be sure to follow the  steps in the order given. Under no circumstances should a fixture  be hung on house electrical wires, nor should a swag type fixture  be installed on a ceiling which contains a radiant type heating    system. Read instructions carefu lly. If you are unclear as to how  to proceed, consult a qualified electrician. NOTE: Proper wiring is  essential for the safe operation of this fixture.   GENERAL   You  d o n ’t   n ee d spe c ial   tools   to   inst a ll   this   fixture.  B e su r e to  foll o w t h e   st e p s   in   the   ord e r   given.   U nder   no   circumst a n c e s  sho u ld a f i xtu r e be  h u n g on  h ouse   electri c al   w i res, nor  s h o u ld   a  s w a g  t y p e f i x t ure  b e  i n stal le d on   a c e il i ng   w h i c h c o nta i ns a rad i ant   t y pe   h e ating  s y s t em. Re a d   instructions   carefull y .   If   y o u are  un c lear   as to h o w   to pro c eed,   c on s ult a   qu a lifi e d e l ectr i cian.  NOTE:   Proper   w i ri n g is   ess e ntial   for   the  sa fe   o p erati o n   of   this  fixture.   FIXTURE A S SEMBLY   Caref u l l y  r e m o ve   the   fixture   from   the   carton   and   check   th a t   all  parts are in c l u ded as s h o w n  i n figure. Be ca r e ful not to mis p la c e  a n y of the sc r e w s or   parts,  w h ich   are   n ee ded to   inst a ll   this fixture.   INSTALLAT I ON   IMPOR T A NT:   Do   not   attach   fi x ture   directly   to   outlet   bo x .   STEP 1:  Thread mounting screws (A) into the match holes of               C ircular strap (B).   STEP   2:   Secure circular stra p (B) to outlet box with outlet box    screws (C) .   GROUND I NG   INSTRUCTIONS   STEP   1:   Insert   the   green   gro u nd i ng   scr e w   in t o   the   hole   w ith   t w o  rais e d di m p les   on the   mo u n t i ng  b a r.  W rap  t he g r o u nd  w i re from the fixture (if suppl i ed) ar o u n d   the green  gro u nd i ng scr e w , t h en co n n e ct it to ground   w ire from the   outlet   b o x   (if   not   fixed   on   the   outlet   box)   using   a  w i re  co n nector   (not suppli e d ) . If ground   w i r e from the fixture   is   not   s u ppl i ed,  w r ap   t h e   gr o und  w i re   ( if   not   fix e d on the   out l e t  b o x) from t h e  ou tlet b o x a r o u nd   the gr e e n  gro u nd i ng scr e w   a nd ti g h ten i t .   NEVER CO N NECT GROUND WIRE TO B L A CK OR WHITE  POWER   SUPPLY   WIRES.   STEP   2:   T a ke note of the co l o r of  t he   w i re( s ) on   your f i xtu r e.   Identi f y   w h i c h gro u p   your f i xture   w ire(s) fa l ls   into and  con n ect the   w i r e s accor d ing to   the directi o ns be l o w :                       *NO T E:   W hen   par a ll e l   w ire   ( S P T - I   &   SP T - 2)   is   used,   t h e   trac e r  w i re   is   s qua r e sha p ed   or   r id g ed   a nd   the less   tracer   w ire is   rou n d  in sh a pe or s m ooth (se e n be s t   w h en vi e w e d   from   w i r e e n d.)  STEP   3:   T a ke   y o ur   f i xture   w ir e (s)   fr om   gro u p   A   and   p la c e   e v en l y   ag a inst   the   b l ack   w i r e   from   the   o u tlet   bo x .   D o   NOT   t w ist   w i r e s to g e ther befo r e u s ing   w i r e co n n e ctors.   scr e w   t h e co nn e ctor cloc k w i se   until   you f e el f i rmness.   STEP   4:   Fit   a   w i re   co n nector   (not   suppli e d)   over   the   w ires   and    STEP   5:   Try   g ent l y   to   p u ll   the   connector   off   the   w i res.   If   y o u   can   pull   the   connector   off,   carefully   re - do   steps   3   and   4   as  abo v e, and c h eck ag a in for a   firm connecti o n .   STEP   6:   Con n ect   the   fixture   w i re   from   gro u p   B   to   the   w h i t e   w i r e   from   the   outlet   b o x   in   the   s a m e   man n er.   Make   sure   no bare   w i r e s can   be se e n outs id e   w i re c o nnec t o rs.   FINAL   ASSEMBLY   STEP   1:   After   w i res are  c on n ected, tuck th e m   careful l y  i n s i de  outlet b o x.  R a i se can op y   ( D) all o w in g for the   mounti n g   scr e w s (A) to protrude thr o u g h the ho l e on  c an op y   ( D),   then secu r e   w i t h  cylinder  nuts (E)   STEP   2 :   Raise Stainless  steel shade (O)allowing for  thread(G) to through the hole on shade(O),  then secure with  cylinder  nuts ( F )   STEP     3:  Install crystal strings( H, I, J, K, L)according to the  instructions.(Please no tice crystal  H   insert to layer to  layer).   STEP     4:  Install light b u lb ( P ) . (Pl e ase do  n o t  e x c eed the  m a xi m u m capa c i t y   re c o m men d ed  o n the   socket.)   STEP    5 :   Remove the wrap   from the  stainless steel shade ( O ) .   CLE A NI N G   T o clean,   w i p e   fixture   w ith   a   soft   cloth .   Cle a n glass   w ith   a   mild  soap. Do  n o t use abra s ive  m a teri a ls such  a s   scouri n g pa d s or  p o w d ers, steel   w o ol   or abra s i v e pa p er.   O R DERI N G   PARTS   Keep t h is s he e t for future r e ference,  a nd   i n case   y o u   n e ed to  order  r ep l ac e ment parts.  B e sure to   use   exact   w o r d i n g from  illustrat i on   w he n orde r ing   par t s.                                                                 Line   art   sho w n   may not   exactly   match   the   fixture   enclosed.   Ho w e v er,   the   installations do   a pply   to   this fi x tur e .   ITEM NO: 9002F12 - CH    

 


Line art shown may not exactly match the fixture enclosed.
However, the installations do apply to this fixture.
ITEM NO: 9002P18-CH

GROUP  A:  Connect  to  Black


House Wire�
GROUP  B:  Connect  to  White


House Wire�
�
BLACK�
WHITE�
�
*PARALLEL  WIRE  (round  &


smooth)�
*PARALLEL  WIRE  (square  &


ridged)�
�
WHITE    OR    GREY    WITH TRACER�
WHITE  OR  GREY  WITHOUT TRACER�
�
BROWN  GOLD  OR  BLACK WITHOUT TRACER�
BROWN,   GOLD   OR   BLACK WITH TRACER�
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FOR YOUR SAFETY WARNING 

BE SURE THE ELECTRICITY TO THE WIRES YOU ARE WORKING ON IS SHUT OFF; EITHER THE FUSE IS REMOVED OR THE CIRCUIT BREAKER IS SHUT OFF. GENERAL You don’t need special tools to install this fixture. Be sure to follow the steps in the order given. Under no circumstances should a fixture be hung on house electrical wires, nor should a swag type fixture be installed on a ceiling which contains a radiant type heating 

system. Read instructions carefully. If you are unclear as to how to proceed, consult a qualified electrician. NOTE: Proper wiring is essential for the safe operation of this fixture.

GENERAL

You don’t need special tools to install this fixture. Be sure to follow the steps in the order given. Under no circumstances should a fixture be hung on house electrical wires, nor should a swag type fixture be installed on a ceiling which contains a radiant type heating system. Read instructions carefully. If you are unclear as to how to proceed, consult a qualified electrician. NOTE: Proper wiring is essential for the safe operation of this fixture.


FIXTURE ASSEMBLY

Carefully remove the fixture from the carton and check that all parts are included as shown in figure. Be careful not to misplace any of the screws or parts, which are needed to install this fixture.


INSTALLATION

IMPORTANT: Do not attach fixture directly to outlet box.


STEP 1: Thread mounting screws (A) into the match holes of


           Circular strap (B).


STEP 2: Secure circular strap (B) to outlet box with outlet box


 screws (C).


GROUNDING INSTRUCTIONS

STEP 1: Insert the green grounding screw into the hole with two raised dimples on the mounting bar. Wrap the ground wire from the fixture (if supplied) around the green grounding screw, then connect it to ground wire from the outlet box (if not fixed on the outlet box) using a wire connector (not supplied). If ground wire from the fixture is not supplied, wrap the ground wire (if not fixed on the outlet box) from the outlet box around the green grounding screw and tighten it.


NEVER CONNECT GROUND WIRE TO BLACK OR WHITE POWER SUPPLY WIRES.

STEP 2: Take note of the color of the wire(s) on your fixture.


Identify which group your fixture wire(s) falls into and connect the wires according to the directions below:



*NOTE: When parallel wire (SPT-I & SPT-2) is used, the tracer wire is square shaped or ridged and the less tracer wire is round in shape or smooth (seen best when viewed from wire end.) STEP 3: Take your fixture wire(s) from group A and place evenly


against the black wire from the outlet box. Do NOT


twist wires together before using wire connectors.


screw the connector clockwise until you feel firmness.


STEP 4: Fit a wire connector (not supplied) over the wires and 

STEP 5: Try gently to pull the connector off the wires. If you can


pull the connector off, carefully re-do steps 3 and 4 as above, and check again for a firm connection.


STEP 6: Connect the fixture wire from group B to the white wire


from the outlet box in the same manner. Make sure no bare wires can be seen outside wire connectors.

FINAL ASSEMBLY

STEP 1: After wires are connected, tuck them carefully inside outlet box. Raise canopy (D) allowing for the mounting

screws (A) to protrude through the hole on canopy (D),

then secure with cylinder nuts (E)

STEP 2: Raise Stainless steel shade(O)allowing for thread(G) to through the hole on shade(O), then secure with cylinder nuts (F)

STEP  3: Install crystal strings( H, I, J, K, L)according to the instructions.(Please notice crystal H  insert to layer to layer).


STEP  4: Install light bulb(P). (Please do not exceed the maximum capacity recommended on the socket.)

STEP  5: Remove the wrap from the stainless steel shade(O).


CLEANING

To clean, wipe fixture with a soft cloth. Clean glass with a mild soap. Do not use abrasive materials such as scouring pads or powders, steel wool or abrasive paper.


ORDERING PARTS

Keep this sheet for future reference, and in case you need to order replacement parts. Be sure to use exact wording from illustration when ordering parts.



Line art shown may not exactly match the fixture enclosed.

However, the installations do apply to this fixture.

ITEM NO: 9002F12-CH


GROUP  A:  Connect  to  Black



House Wire�

GROUP  B:  Connect  to  White



House Wire�

�

BLACK�

WHITE�

�

*PARALLEL  WIRE  (round  &



smooth)�

*PARALLEL  WIRE  (square  &



ridged)�

�

WHITE    OR    GREY    WITH TRACER�

WHITE  OR  GREY  WITHOUT TRACER�

�

BROWN  GOLD  OR  BLACK WITHOUT TRACER�

BROWN,   GOLD   OR   BLACK WITH TRACER�
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